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BEIDA JADE BIRD

LMP ® LTL4AW LEDs

<

® I iE4E (Features) ® W (Applications)
- IS R AR - FHRE

Flip chip Aluminum nitride ceramic package Torch light

- BRAT
Dimensions: 3.50*3.50*2.33mm
N - IHKT

- R4E ANSI FRAE 1Y LED Bay light

According to ANSI standards
-EREE, KRR

High luminous Flux , Low attenuation
- TthF=m, & RoHs irf

Lead free products, RoHs standard

EN 62471
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BEIDA JADE BIRD

® SLHEFMS2L Electrical and optical characteristics. (IF=1050mA ,Ta=85°C)

SHER s R/ME | BEE | RBKXE Bafs

Parameter Symbol Min. Typ. Max. unit
38 Color temperature CCT 5300 7000 K
i@ E Luminous Flux ¢ 540 Im
IFMEEE Forward Voltage VF 2.6 3.2 \
BIEiE% CRI Ra 70
EH}FAE Viewing Angle 204)2 120
#FE Thermal resistance Ring 3.0 “Cjw
ESD(HBM) - 8 - - KV

XS FallikiE 20 28, EEE 85T.

Photoelectric parameters: Products test time 20 ms, ambient temperature 85°C.

WiEF: 1.

2. EEERN 0% EK A, AIRAL ProSource/Lighttools\tracepro\ASAP\ZEMAX £ e F 30 4.

Luminous Angle is 50% of the central light intensity Angle, can provide ProSource/Lighttools,
tracepro, ASAP, ZEMAX and other optical files.

3. RBENELAZH+10%, CIEXY)MNEFEAZH+0.007, BEMNEEAZL0.1V, BEIEHAZE 2.

The luminous flux measurement tolerance is + 10%, CIE(X,Y) measurement tolerance is +=0.007, and
voltage measurement tolerance is + 0.1 V; Color rendering index tolerance +2.

® L AEIESH Absolute Maximum Ratings

3% s WEE BT

Parameter Symbol Rating Unit

IEMEAEHE Forward Current o 50 - 3000 mA

FHEEI Torch Mode e 50 - 4000 mA
#5385 (LED junction temperature) T, 150 °C
T1EEE (Operating Temperature) Topr -40-125 °C
E775E (Storage Temperature) Tstg -40-125 °C
124258 (Soldering Temperature) Tsol 260 (< 10s) °C
ke E (Reverse Voltage) Vr TR R %

TR 1. S RIEMBERSERARCH BRI REHZBHFEBRTEE LIES R
The prerequisite for maximum forward current or pulse forward current is that the device junction

temperature is lower than the rated operating junction temperature.
2. FRERIBIHREERE, TE588%.
Storage temperature refers to the storage temperature of the lamp, excluding packaging materials.
3. FHERAEZABRETHEBNIK, HRARRFLERNE/NF300S, fHEiRTSSRE/NFISTC.
The maximum current of Torch mode is based on copper plate test, the maximum current
duration is less than 300s, and the Ts temperature of copper plate is less than 95°C.
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® SLtHFFMEHZ Typical Electro-Optical Characteristics Curves.
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B VS X EEEXR
Forward current vs. Relative luminous intensity
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BRAIXEIER vs. (2R

Maximum driving current vs. Temperature of the pin

Dame

Max IF vs Temperature of the pin a o o
Th Solder
3500 ‘\ wcus /
= _,,_/_ e
3000 MCPCB--Cu Board
2500 Heat Sink
<
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~ e T5-CU
= 1500
é e Th-Al-3.0
= 1000 ———Tb-AI2.0 - .
Ts LED PAD
500 ™ 1 % escn o
0 l | ulating
PCB-—
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Heat Sink

Temperature (°C)

YRR Ts-Cu MFABAEIEE FHEMRN K, MEPERATESARE(W/MK)BER, EAERMNEMRREESERERML.
Note: Ts-Cu and thermal resistance data are based on copper substrate test, such as customers using AI-MCPCB
with different thermal conductivity(W/m.K), the maximum current and welding foot temperature please refer to
the chart curve.

[P

I AR SUR R BB BR A R RRAXET A -
Copyright @2021 Guangdong Lumen Pioneer Opto Co. Ltd All Right Reserved. Version:AQ
http://www.lumenpioneer.com



http://www.lumenpioneer.com/

C ABS | LAie e 3535 g% LED
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258 VSN RBERXER
Junction Temperature vs. Relative Luminous Flux
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BEIDA JADE BIRD

-

3535 fg¥& LED

® K rIEN (Code for Shipment)

LTL4AW - BO -2A -W2-V0
® @ ©® @ 6

DFESEE Product P/N QREBIEHZEL Ralevel
X% Color Area @DEEZ Brightness level
GOHEZZ VFlevel

® 4RI (Bin Regulations)

@ %D@I___X‘I,m% (Color temperature color area comparison table)

5 835 ‘ H R ‘ 8 X R Condition

CCTRange CCT(K) (Color Bin code)

2600-2900K 2700K 8A.8B.8C.8D

2900-3250K 3000K 7A.7B.7C.7D

3250-3750K 3500K 6A.6B.6C.6D

3750-4250K 4000K 5A,5B,5C,5D

4250-4750K 4500K 4A,4B,4C,4D IF=1050mA/85°C
4750-5300K 5000K 3A ,3B,3C,3D

5300-6000K 5700K 2A,2B,2C,2D

6000-7000K 6500K 1A,1B,1C,1D

7000-8300K 7600K 0A,0B,0C,0D

HIBBE N EITIBER  (Lumens Bin Code and comparison table )

1050mA B/ EE Minimum Flux(lm) T=85C
. T=85°C T=25°C
Bin Code
BME | BAE | B/JMAE | 700mA | 1500mA | 2000mA | 3000mA
Min Max Min
W2 490 520 544 343 689 885 1240
w3 520 550 577 364 732 940 1316
W4 550 590 611 385 774 994 1392
HESRY (VFBin Code)
| BinCode | #MEMIn | SAfEMox | #fzunit | Condition
VO 2.6 2.8
Vi 2.8 3.0 Vv IF=1050mA/85°C
V2 3.0 3.2

I RFBUR K BH R B R H
Copyright @2021 Guangdong Lumen Pioneer Opto Co. Ltd All Right Reserved.
http://www.lumenpioneer.com

Version:AO


http://www.lumenpioneer.com/

BEIDA JADE BIRD Lumen Pioneer Opto

C A8 | Liire 3535 % LED

o mEENX (1931CIE)

T wW (2600-3750K}

o o900k 700K 2600K
L o505  SUO0K —

%@'ﬂ .' / ANSI C78.377A

0.3009 | 0.3042 0.2984 | 0.3133 0.3048 | 0.3209 0.3068 | 0.3113
0.2984 | 0.3133 0.2962 | 0.3220 0.3028 | 0.3304 0.3048 | 0.3209
0A 0B 0C 0D
0.2920 | 0.3060 0.2895 | 0.3135 0.2962 | 0.3220 0.2984 | 0.3133
0.2950 | 0.2970 0.2920 | 0.3060 0.2984 | 0.3133 0.3009 | 0.3042
0.3144 | 0.3187 0.3130 | 0.3290 0.3213 | 0.3371 0.3221 | 0.3261
A 0.3130 | 0.3288 1B 0.3117 | 0.3393 ic 0.3205 | 0.3481 b 0.3213 | 0.3371
0.3048 | 0.3209 0.3028 | 0.3304 0.3117 | 0.3393 0.3130 | 0.3290
0.3068 | 0.3113 0.3048 | 0.3209 0.3130 | 0.3290 0.3144 | 0.3187
0.3294 | 0.3306 0.3293 | 0.3422 0.3371 | 0.3493 0.3366 | 0.3369
0.3293 | 0.3422 0.3291 | 0.3539 0.3376 | 0.3616 0.3371 | 0.3493
2A 2B 2C 2D
0.3214 | 0.3352 0.3206 | 0.3462 0.3291 | 0.3539 0.3293 | 0.3422
0.3222 | 0.3243 0.3214 | 0.3352 0.3293 | 0.3422 0.3294 | 0.3306
0.3441 | 0.3428 0.3452 | 0.3558 0.3452 | 0.3558 0.3441 | 0.3428
0.3452 | 0.3558 0.3464 | 0.3688 0.3533 | 0.3624 0.3515 | 0.3487
3A 3B 3C 3D
0.3371 | 0.3493 0.3376 | 0.3616 0.3551 | 0.3760 0.3533 | 0.3624
0.3366 | 0.3369 0.3371 | 0.3493 0.3464 | 0.3688 0.3452 | 0.3558
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0.3784 | 0.3647 0.3827 | 0.3803 0.3952 | 0.3880 0.3898 | 0.3716
- 0.3827 | 0.3803 - 0.3871 | 0.3959 s 0.4006 | 0.4044 - 0.3952 | 0.3880
0.3703 | 0.3726 0.3736 | 0.3874 0.3871 | 0.3959 0.3827 | 0.3803
0.3670 | 0.3578 0.3703 | 0.3726 0.3827 | 0.3803 0.3784 | 0.3647
0.4018 | 0.3752 0.4083 | 0.3921 0.4223 | 0.3990 0.4147 | 0.3814
0.4083 | 0.3921 0.4148 | 0.4090 0.4299 | 0.4165 0.4223 | 0.3990
6A 6B 6C 6D
0.3943 | 0.3853 0.3997 | 0.4015 0.4148 | 0.4090 0.4083 | 0.3921
0.3889 | 0.3690 0.3943 | 0.3853 0.4083 | 0.3921 0.4018 | 0.3752
0.4260 | 0.3854 0.4345 | 0.4033 0.4468 | 0.4077 0.4373 | 0.3893
0.4345 | 0.4033 0.4431 | 0.4213 0.4562 | 0.4260 0.4468 | 0.4077
7A 7B 7C 7D
0.4223 | 0.3990 0.4299 | 0.4165 0.4431 | 0.4213 0.4345 | 0.4033
0.4147 | 0.3814 0.4223 | 0.3990 0.4345 | 0.4033 0.4260 | 0.3854
0.4585 | 0.4104 0.4585 | 0.4104 0.4703 | 0.4132 0.4593 | 0.3944
8A 0.4483 | 0.3919 8B 0.4688 | 0.4290 8C 0.4813 | 0.4319 8D 0.4703 | 0.4132
0.4373 | 0.3893 0.4562 | 0.4260 0.4688 | 0.4290 0.4585 | 0.4104
0.4468 | 0.4077 0.4468 | 0.4077 0.4585 | 0.4104 0.4483 | 0.3919
[T e
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® MR ~TE (Packing Dimensions)
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® HEEFZR~TE (Recommended PCB Solder Pad)
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#3¥ Notes:

1. BT RSHLL mm J 8.
All dimensions are in milimeters.

2. ERAMMBIRENERLT, AZ£HHE0.0mm.
Tolerance is £0.1mm unless otherwise specified.

[P
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BEIDA JADE BIRD

® & HitE (Tapping Specifications )
B 2K (mm) KEFEAZE: +0.1

w P2 PO D0 PO 400 +/-0.1
g P 8.00 +/-0.1
Iso000/d0co000000000000000000 0 T W 12,00 +0.3/-
=]
II.T.I el | d

User Feed Direction {3 #HmE))

1.5+ 1
N Negative e
END /_@ ™ SO 4 smﬂ r [
oooo’ooooo%l éoooooooooooéé—j 12‘}0
— +3
] [© [&] [ ©] O [O i

&%= 30 Pes =

Hiz= 20 Pcs s B — L

f——

(1000 Pecs)

12. 5.3

B
—1(058.5+0. 2=

TREE: 1. HEEhE 2L 1000 Pcs/#%.
Packing 1000 Pcs/ whole reel.

[P
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T |- iRt
T, toT,
L B ‘
H I S
Ts .
N L ___
< ts
i Preheat
g
2 t 25°C to Peak

mEDTHER St RER TR
FFAEE (Tsmax El Tp) KA 3T/ =A{E 3T/
BETPRE (Tsmin) 100°C 150°C
HEEWHEEE (Tsmax) 150°C 200°C
TFETE (Tsmin £ Tsmax) 60-120 #% 60-180 %5
RAEEE (TL) 183°C 217°C
mEHERFE TL LA ERIRE (L) 60-150 #% 60-150 #
HEREIEERE (TP) 215°C 260°C
EESLPRIEERE SCARRE  10-30 7 20-40 7
FpEERE (TP 2 TL) wA{E 6C/R RAME 6°C/F
25°CH|IEERE RIS E RA{E 6 D =A{E 8 D

HER: 1. BRESHEERIES M IPC/JEDEC J-STD-020C

2. FEIRRBURELR 2 (MSL2).
Moisture sensitivity grade 2 (MSL2).
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B = ®
C A8 | Lvire
BEIDA JADE BIRD men Pioneer Opto
® ZHiENIXInE R EMH (Reliability Test)
NO. WX E PliEES s R HHE
Test ltem Test Conditions Rate Crite
BEREK 0/22
1 Ta=85°C, [=3000mA 1000hrs
High temperature Operating
BREEEL
2 High Temperature and 85°C/85°CRH, IF=2500mA 1000hrs 0/22
High Humidity Operating
3 EaEE Ta=125°C 1000hrs 0/22
High Temperature Storage
TORMERF 1000hrs 0/22
4 Ta=-40°C
Low Temperature Storage
AP 500cycle 0/22
5 -40°C(15min)~(10S)~100°C(15min)
Thermal Shock
4 [Pk Tsol*=260°C 10sec. 3times 0/22
Resistance to Soldering Heat (Sn-3.0Ag-0.5Cu)
BIREL
7 Ta=25°C, |=4000mA 168H 0/22
Room temperature Operating
® ¥ EFE (Criteria For Judging Daomage)
WHTE s pioe- St HIEATA
Test ltems Symbol Test Condition Ciriteria For Judging Damage
EMHEE Ve [=1050mA >U.S.L*1.1
Forward Voltage
R a5 IR V=5V lk > TUA
Reverse Current
S8 Iv [=1050mA <LS.L*0.7
Luminous Intensity
LS.L: EX HFE TBR.

*US.L BX AFAE LR, .
[T e
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® (FFIARAZFEZETN(Precautions in Handing &use)
12 IS LEDRERIERMMTS, NEGRBEESC~30CE, MEEE30%IUTHIEE.
Do not place the LED in domp places, Storage temperature between 5 °C- 30 °C, Relative humidity under 30%.

2 SBARAHFEWA24NN AL TERE, FEIEREREEE<30°C/60%RH.
After opening the pockoge, it is recommended to finish the reflow within 24 hours. The workshop conditions are

<30° C/60%RH.
3. MRRERFTEH>60%(23°C£5), NledfEN: 5 RIHELE, TR BRI 60 CREFBE24/Nq.
LEDs require baking before mounting, if humidity card reading is >60% at 23 £ 5°C.the patch reel should be

bakedin a 60 °C oven for 24 hours.
4 LEDX B ARBIESEUK, LiEledhy, BIFREMBETERPEHEFE.
LEDs are sensitive to electrostatic discharge and surges, When handling LEDs, using grounding wrist bands or anti

static gloves is recommended.
S5.LEDM A2 ICRASRER, FA/VEXL EERIERE, BEERIREPINIEERE <260°C, EERERIEERE < 10s.

It is recommended to use high temperature solder for LED patch. Use reflow welding equipment above

eight temperature zone, and the peak temperature during reflow is less than 260°C, and the welding

time of peak temperature is less than 10s
6. LEDZIEFRBYVIAT (32N BERRSTEEL.
Do not use organic solvents (especially acetone) or ultrasonic cleaning for leds.

7. \EDRN#RERRGHEE TR (LEMBFHIER) MNREERRMINT, EklediiR.

LED should avoid using sharp auxiliary tools (such as tweezers or nails) to apply external force on the

surface of the silicone, causing LED damage

o RET \/
Plastic Tweezers

s -H.
s
° LIRHIT X

Metal Tweezers
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® THEMHRR (Change of resume)
Fs TEHH TEA ITEN TEAR
1 2024.01.17 X8 RD FrkR A
2 2024.07.30 XS AO FTIEF R R TR IR

—
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