5050 k3L LED

TR ARBRIEEFRAT

Guangdong Lumen Pioneer Opto Co. Ltd

= o B A

1

Specification

BEP&MK FERER . A=
Customer Product Name 5050 k3% LED Version A0
ZPRS FRES HEA
Customer Product P/N LHPS-2.5A Date 2023.07.28
P/N
&R
R&D Department
#of B HIZE
Approve Check Draw
Kevin Fok# BEE
B R&IA
Client Approval
7% A
Approval Audit

IR BR BB R AR RAE .

Copyright @2021 Guangdong Lumen Pioneer Opto Co. Ltd All Right

Reserved.
http://www.lumenpioneer.com

Version:AO


http://www.lumenpioneer.com

\C tx82 | LMiP e 5050 B3k LED

BEIDA JADE BIRD

® rrEAFME (Features) ® F (Applications)
- RS R BRE R I < RERRM
Flip chip aluminum nitride ceramic package Automobile lighting
 Fe

« R<FAA&: 5.20%5.20*3.58mm

Electric torch
Dimensions: 5.20*5.20*3.58mm

- BEATHRAA

cERBE, KRR Street lighting

High luminous Flux ,Low attenuation

- ZRSMNER
Indoor and outdoor lighting

- L&, fF& RoHs frof
Lead free products ,RoHs standard
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5050 k3L LED

® StHAFMESEL Electrical and optical characteristics.

T A

® RREE

=1 A

(IF=700mA ,Ta=85%C)

SHEM #/s R/ME | HBE | RBRKE B s
Parameter Symbol Min. Typ. Max. unit
;& Color temperature CCT 5300 7000 K
Sti@E Luminous Flux ¢ 1200 Im
IFEeE Forward Voltage VF 11.4 13 \
BIeEE CRI Ra 70
EZM}AE Viewing Angle 201, 120
FBH Thermal resistance Ring 1.75 C/w
1. ERSE: FailidiiE 20 28, RERE 85T.

Photoelectric parameters: Products test time 20 ms, ambient temperature85°C.

2. BXAEN 0% Yesm€k A, AliRfAt ProSourcelighttools\fracepro\ASAP\ZEMAX Z & K e > (5.

Luminous Angle is 50% of the cenfiral light intensity Angle, can provide ProSourcelighttools,

tracepro, ASAP, ZEMAX and other opfical files.

3. KBENE

and voltage measurement tolerance is £ 0.1 V; Color rendering index tolerance +2.

4. TS BURER 2 (MSL2).

Moisture sensitivity grade 2 (MSL2).

2#; Absolute Maximum Ratings

NERE10%, CEXY)MNEEAZHN+0.007, BENEEAZ 0.1V, BEIEHAZ 2.

The luminous flux measurement tolerance is +10%, CIE(X,Y) measurement tolerance is +0.007,

Eg s HEta B

Parameter Symbol Rating Unit

E[EEA Forward Current I 50 - 3000mA @6V MA

50 - 1500mA @12V

#R (LED junction temperature) T; 150 °C
T 18 (Operating Temperature) Topr -40-+85 C
778 % (Storage Temperature) Tstg _40-+100 C
18528 (Soldering Temperature) Tsol 260 (<10s) C
KM E(Reverse Voltage) vr TG ERES T v

BOKIE 6 B R S B K ks IE [B) BR Y o AR 21 B 28 5 B IR T HUE LIRS B

The prerequisite for maximum forward current or pulse forward current is that the device junction

temperature is lower than the rated operating junction temperature.

2. EERERENREHEE, TE3588%K.

Storage temperature refers to the storage temperature of the lamp, excluding packaging materials.
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® SLEHEFMHZ Typical Electro-Optical Characteristics Curves.
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R VS X EEEXR

Forward current vs. Relative luminous intensity
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YRR HERIRENE] 1500mA By, E#fR LED IBENEE T 105°C, HNEREMERER.
Note: When the current is driven to 1500mA, please make sure that the temperature of LED solder toe does
not exceed 105°C, otherwise, please reduce the current.
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&R VSHENEERXA

Junction Temperature vs. Relative Luminous Flux
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® HEEEHN (Code for Shipment)

LHP5-2 -BO-2A -K4-VD -SA

) @) ® @ ® ®

1 FemE=S Product P/N

2 BE%Z% Ralevel

@ @®XZZ% Color Area

(4) BE%L% Brightness level

(> HEZZE VFlevel

(& ERAs2 Revision

® 4 FN] (Bin Regulations)
SIEEDR (Luminous Bin Code)
Bin Code £=/ME Min = AE Max By Unit Condition
K2 1200 1290
[F=700mA
K4 1290 1380
85C
M2 1380 1485
HESTY (VFBin Code)
Bin Code £=/ME Min =AE Max Bafy Unit Condition

VC 11.8 12.2
VD 12.2 12.6 [F=700mA
VE 12.6 13.0
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WW (2600-3750K}

3250k

ANSI

~ o900K
3000

ZT00K 2600K

C78.377A

0.3144 | 0.3187 0.3130 | 0.3290 0.3213 | 0.3371 0.3221 | 0.3261
n 0.3130 | 0.3288 B 0.3117 | 0.3393 ic 0.3205 | 0.3481 b 0.3213 | 0.3371
0.3048 | 0.3209 0.3028 | 0.3304 0.3117 | 0.3393 0.3130 | 0.3290
0.3068 | 0.3113 0.3048 | 0.3209 0.3130 | 0.3290 0.3144 | 0.3187
0.3294 | 0.3306 0.3293 | 0.3422 0.3371 | 0.3493 0.3366 | 0.3369
0.3293 | 0.3422 0.3291 | 0.3539 0.3376 | 0.3616 0.3371 | 0.3493
2A 2B 2C 2D
0.3214 | 0.3352 0.3206 | 0.3462 0.3291 | 0.3539 0.3293 | 0.3422
0.3222 | 0.3243 0.3214 | 0.3352 0.3293 | 0.3422 0.3294 | 0.3306
0.3441 | 0.3428 0.3452 | 0.3558 0.3452 | 0.3558 0.3441 | 0.3428
3A 0.3452 | 0.3558 38 0.3464 | 0.3688 3c 0.3533 | 0.3624 3D 0.3515 | 0.3487
0.3371 | 0.3493 0.3376 | 0.3616 0.3551 | 0.3760 0.3533 | 0.3624
0.3366 | 0.3369 0.3371 | 0.3493 0.3464 | 0.3688 0.3452 | 0.3558
0.3591 | 0.3522 0.3617 | 0.3663 0.3703 | 0.3726 0.3670 | 0.3578
0.3617 | 0.3663 0.3642 | 0.3805 0.3736 | 0.3874 0.3703 | 0.3726
4A 4B 4C 4D
0.3530 | 0.3600 0.3548 | 0.3736 0.3642 | 0.3805 0.3617 | 0.3663
0.3512 | 0.3465 0.3530 | 0.3600 0.3617 | 0.3663 0.3591 | 0.3522
RIS R BERA BRI
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BEIDA JADE BIRD Lumen Ploneer Opto
0.3784 | 0.3647 0.3827 | 0.3803 0.3952 | 0.3880 0.3898 | 0.3716
” 0.3827 | 0.3803 - 0.3871 | 0.3959 s 0.4006 | 0.4044 . 0.3952 | 0.3880
0.3703 | 0.3726 0.3736 | 0.3874 0.3871 | 0.3959 0.3827 | 0.3803
0.3670 | 0.3578 0.3703 | 0.3726 0.3827 | 0.3803 0.3784 | 0.3647
0.4018 | 0.3752 0.4083 | 0.3921 0.4223 | 0.3990 0.4147 | 0.3814
0.4083 | 0.3921 0.4148 | 0.4090 0.4299 | 0.4165 0.4223 | 0.3990
6A 6B 6C 6D
0.3943 | 0.3853 0.3997 | 0.4015 0.4148 | 0.4090 0.4083 | 0.3921
0.3889 | 0.3690 0.3943 | 0.3853 0.4083 | 0.3921 0.4018 | 0.3752
0.4260 | 0.3854 0.4345 | 0.4033 0.4468 | 0.4077 0.4373 | 0.3893
0.4345 | 0.4033 0.4431 | 0.4213 0.4562 | 0.4260 0.4468 | 0.4077
7A 7B 7C 7D
0.4223 | 0.3990 0.4299 | 0.4165 0.4431 | 0.4213 0.4345 | 0.4033
0.4147 | 0.3814 0.4223 | 0.3990 0.4345 | 0.4033 0.4260 | 0.3854
0.4585 | 0.4104 0.4585 | 0.4104 0.4703 | 0.4132 0.4593 | 0.3944
0.4483 | 0.3919 0.4688 | 0.4290 0.4813 | 0.4319 0.4703 | 0.4132
8A 8B 8C 8D
0.4373 | 0.3893 0.4562 | 0.4260 0.4688 | 0.4290 0.4585 | 0.4104
0.4468 | 0.4077 0.4468 | 0.4077 0.4585 | 0.4104 0.4483 | 0.3919
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® R ~TE (Packing Dimensions)

. 5.2 \ 3. 58 0.5 2.78 0.5

5.2
4.78

o 0.5 0.5
473
Top View Side View Bottom View
o HEEFR~THE (Recommended PCB Solder Pad)
0.5 0.5 0.5 ilLi 2.78 0.5
= =
478 e
| 1 BN
=
0.5(4] 0.5 ||
0 5_J 0 . T .
il 6V PCB #2# & i 12V PCB /2#t % it
PEIE PEATE

%3F Notes:

1. FTERSHLL mm HEAL.
All dimensions are in millimeters.

2. EREBRHEIRINERLT, AFHHRE0.1mm.
Tolerance is £0.1mm unless otherwise specified.

#
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® R (Tapping Specifications )
B K (mm) REAZE: £0.1

P T Ao | 540 +/-0.1
PO 24 G Bo 540 +/-0.1
~D0 I Ko 400 +/-0.1
B i T T B e T R 550 +/-0]
a1 i ’ = SEL E 0 Po | 400 +/-0.]
\ B P 12.00 +/-0.]
— D1 W 12.00 +0.3/-0.
1.5+ 1 User Feed Direction {3##i%mE])
4+ 1
END /_@ A“ > 58 013 511 smﬂ r i
o 0 odo o o0 g 0O 0O O00OOOOO OO o 12'1}0
[e] [o] [o] [a] @ @ [o] [9] @ i
= HRiZ 20Pcs e — L JEZ= 30 Pes =
400PCS
PiHH: 1.LED S N A%
2.LED A% 5H [ 8 [ FL
F
12. 75 3
y
(= ]
o
@
]
=
!
E
14.94+0.3
TRA: 1. BB 400 Pcs/EE.
Packing 400 Pcs/ whole reel.
I ARF R BB R AT RAETE -
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5050 k3L LED

e FHE
T, toT,
:
1
1
1
t 25°C to Peak ;
BE SRS SIS ERER TCERR
FFAEE (Tsmax F Tp) =AE 3°C/F AR 3C/Fp
REFTRFGEE (Tsmin) 100°C 150°C
BETHGEE (Tsmax) 150°C 200°C
FERESE (Tsmin 2] Tsmax) 60-120 # 60-180 #b
BAEE (TL) 183°C 217°C
SREAEREAE TL L EMEE (1) 60-150 # 60-150 Fb»
HEXREEEREE (TP) 215°C 260°C
%E?MEE%FStW%N@ 10-30 # 20-40 #
FpEER (TP & TL) X A1E 6°C/FD = AE 6°C/F
%CJEEMEMW@ BAE 6 45h BAE 8 4fh
TRR: BEAHERIE SR8 IPC/JEDEC J-STD-020C

IR BR BB R AR RAE .
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® ERMENIXIE &M (Reliability Test)
NO. R E WK FHF M/ 4
Test Item Test Conditions Rate Crite
EmE 0/22
1 Ta=85°C, I=1500mA_12v 1000hrs
High temperature Operating
BRREIEEL
2 High Temperature and 85°C/85°CRH, IF=1250mA_12v 1000hrs 0/22
High Humidity Operating
3 mmiEE Ta=100°C 1000hrs 0/22
High Temperature Storage
KEMERF 1000hrs 0/22
4 Ta=-40°C
Low Temperature Storage
RFoR 500cycle 0/22
5 -40°C(15min)~(10S)~105°C(15min)
Thermal Shock
6 [ipE2E3kd Tsol*=260°C 10sec. 3times 0/22
Resistance to Soldering Heat (Sn-3.0Ag-0.5Cu)
® S H|EME (Criteria For Judging Damage)
p el = s MR SR IR
Test Items Symbol Test Condition Criteria For Judging Damage
IEEMBRE Ve l.=700mA >U.S.L*1.1
Forward Voltage
R [E) B3R IR Ve=5V lk >TUA
Reverse Current
St lv lI=700mA <LS.L*0.7
Luminous Intensity
*USL EX AR LR, LS.L EXAHE TR

IR BR BB R AR RAE .
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® (FHIAAFESEDN(Precautions in Handing &use)
L2 I EDRFERNE TS, NEFRUREESC~30°CiE, MHIHEBEFE30% A TR 4.
Do not place the LED in domp places, Storage temperature between 5 °C- 30 °C, Relative humidity under 30%.

BARAHEENIE24NT N ZERIE, FEIRIEEREIRTE<30°C/60%RH.
After opening the pockoge, it is recommended to finish the reflow within 24 hours. The workshop conditions are

<30° C/60%RH.
3. MRITERIEEA>60%(23°C+5), NledERf BT FH B HIE, TR SR C0CREFEBIE24/\RY.
LEDs require baking before mounting, if humidity card reading is >60% at 23 + 5°C.the patch reel should be

bakedin a 60 °C oven for 24 hours.

AL EDXE2 AR AR IF BB, QiBledly, BIFERAEMBRTSXHHBEFE.

LEDs are sensitive to electrostatic discharge and surges, When handling LEDs, using grounding wrist bands or anti

static gloves is recommended.
S5.LEDM A ICRASRIER, FR/VERMU EERERE, BRFRT

It is recommended to use high temperature solder for LED patch. Use reflow welding equipment above
eight temperature zone, and the peak temperature during reflow is less than 260°C, and the welding

SIS EDRE <260°C, IEEREMERERE < 10s.

fime of peak temperature is less than 10s
6. LEDZEILFRANAT (AR SBFERESTER.
Do not use organic solvents (especially acetone) or ultrasonic cleaning for leds.

7. .EDROERERRGHE TR (FEMFFHER) MEREEREMIN, EklediiR.

LED should avoid using sharp auxiliary tools (such as tweezers or nails) to apply external force on the

surface of the silicone, causing LED damage

o R T

Plastic _\/

o &EEIT
Metal Tweezers x

IR BR BB R AR RAE .
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® T HEEHR(Change of resume)

F5 TEHE TEA RS TEAR
1 2023.07.28 EPES S A0 IR

e
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